
NOTES:
1.   INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.   DO NOT SCALE DRAWING.
3.   THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4.   ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
5.   CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 2763-014.
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SPECIFICATIONS:
FABRIC: 100% POLYPROPYLENE, CLOSED - 30 X 16 LENO WEAVE
WINDBREAK: CLOSED 95%
WEIGHT PER SQUARE YARD: 7 OZ.
TENSILE STRENGTH: 420 X 225
WARRANTY: 4 YEAR LIMITED

SUGGESTIONS FOR MEASURING AND ORDERING WINDSCREENS
-MEASURE ALL FENCES TENSION BAR TO TENSIONS BAR. DON'T INCLUDE END POSTS IN THE MEASUREMENT, AS WINDSCREENS SHOULD
 COVER ONLY THE FENCE MESH. MEASURE DOORS AND TRANSOMS THE SAME WAY. SEND A SKETCH WITH YOUR MEASUREMENTS.
-MEASURE AT THE SITE WHENEVER POSSIBLE RATHER THAN FROM DRAWINGS.
-RUN MEASURING TAPE ALONG THE GROUND. SLACK OCCURS IF THE TAPE IS RUN ALONG THE FENCE.
-SEND US EXACT MEASUREMENTS OF ALL FENCES AND DOORS IN FEET AND INCHES. DON'T ROUND OFF.
-REMEMBER THAT NO TWO FENCES ARE EXACTLY THE SAME. MEASURE EVERYTHING.
-FOR EASE OF HANDLING, ORDER PANELS 60 FEET IN LENGTH OR SHORTER.
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