
Douglas® Tunnel Nets

Vinyl Hitting Backdrop
Solid Black (Item # 26460)

With Pitching Target (Item # 26460T) 
An economical way to protect your 

tunnel net and provide a visual 
backdrop for pitchers. Protective 

backdrop measures 6’ x 5’ and is 
constructed of black heavy 18 oz/sq.yd. 

vinyl. Reinforced perimeter hem with 
grommets C-snaps are included for 

hanging onto tunnel net. Available with 
optional white printed hitting target.

Tunnel Frame Protective Padding
(Item #39032)  
Fitted pole pad is 72” high and is designed to fit 4” square 
poles. Attaches with velcro straps. High impact foam padding 
is 2” thick. All weather vinyl is UV resistant and available in 
dark green, black, royal blue, navy blue or red.

Douglas® Knotted Braided HDPE Polyethylene Tunnel Nets

This strong, knotted solid core Polyethylene 
netting is a thick 3.5 mm braid. The borders 
and the perimeter of the tunnel net is 
secured with a 5/16” rope border for easy 
hanging. Choose from five standard sizes All 
nets include a convenient overlap style entry 
door. 4 year warranty.

Tunnel Accessories
Net Divider

Net Saver

Hitting Station System

BT #42 Netting;  
(#42 Knotted; 3-Year Warranty)
12’H x 12’W x 35’L  (Item # 36042) 
12’H x 12’W x 55’L  (Item # 36048) 
12’H x 14’W x 55’L  (Item # 36046) 
12’H x 12’W x 70’L  (Item # 36043) 
12’H x 14’W x 70’L  (Item # 36045) 
12’H x 14’W x 75’L  (Item # 36049)

Douglas® #42 Knotted Twisted HDPE Polyethylene Tunnel Nets

This twisted polyethylene netting is a #42 
gauge with reinforced sewn rope borders 
around the perimeter. Corners have 6’ rope 
tails and sewn loops making it easier to hang. 
Choose from six standard sizes. All nets 
include a convenient overlap style entry door. 
3 year warranty.

Professional, BT-PRO 3.5     
(3.5 mm Knotted; 4 Year Warranty)
12’H x 12’W x 55’L  (Item # 36038)
12’H x 14’W x 55’L  (Item # 36036) 
12’H x 12’W x 70’L  (Item # 36033)
12’H x 14’W x 70’L  (Item # 36035)
12’H x 14’W x 75’L  (Item # 36039) 

All Douglas® Tunnel nets are 1-3/4” knotted polyethylene 
square mesh making it easier to hang and provides 
a cleaner appearance. Knotted netting boasts a high 
overall strength rating making it superior for direct impact 
applications. 

Our Polyethylene netting offers a high UV and weather 
protection. Polyethylene naturally doesn’t absorb water so 
it’s mildew resistant and retains a high percentage of its 
strength over an extended period of time.  

Choose from our standard high quality batting tunnel nets 
or Douglas® can also custom fabricate to your exact size 
specifications. Custom tunnels are manufactured with 
reinforced vinyl on top and centers instead of rope borders. 

Protective Net Saver or Divider
12’H x 14’W (Item # 36060) 
12’H x 12’W (Item # 36062)
Add a Net Saver behind the batter to protect and add a buffer 
to your tunnel net or position a Net Divider to create two short 
toss stations inside your tunnel. Netting panel is made from 
black #48 knotted twisted nylon netting. Netting is UV and 
weather treated. Netting is 1-3/4” mesh and boasts a 459 
lb break strength. Perimeter is finished with a durable rope 
border to simplify installation and reduce sag. Netting is 12’ 
high in either 12’ or 14’ widths.


